SHARON STEEL OPERABLE UNIT 1
SUPERFUND SITE

QUARTERLY SITE INSPECTION
For OPERATIONS & MAINTENANCE

FEBRUARY 11, 2005
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View to the east of the western slope of the cap near monitoring well MW-13a.

by Elizabeth Yeomans

Sharon Steel Project Manager

CERCLA Branch, Division of Environmental Response and Remediation
Utah Department of Environmental Quality

March 8, 2005



Revision 2 of OM&M Plan  12-06-04
APPENDIX E - Visual Inspection Checklist

EPA/ UDEQ are responsible for the following O&M items at the site, effective 11-15-04:
Yes No

OU1 OPERATION & MAINTENANCE

1. Is redevelopment occurring at the site?

2. Are the access gates and locks free from damage? v
3. Is the site and soil cover free from saturation or ponding of surface
runoff? (Shared responsibility.) /

4. s the slope soil cover free of holes or other signs of burrowing
rodents?

5. Do the cap slopes appear to be stable and free from erosion?

6. Have the burrowed or eroded slope areas been filled with clean soil
and revegetated as needed?

L

7. Have the ditches and culverts been inspected for obstructions and
debris? (Shared responsibility).

8. Are the interceptor trench and Drains accessible and operational?

9. Are the groundwater monitoring wellheads accessible?

10. Is the Jordan River riverbank free from signs of erosion or
undercutting?

11. Is riprap and vegetation adequate to prevent intrusion of the river
into the site?

<& Rle] <] [«][{[«]

Comments or Observations: In the attached photo log, please note the addition of
earlier photo’s (1-2 years old) for comparison purposes.

Redevelopment is occurring on the site. New fill material is being brought in, laid out
and compacted, primarily over the eastern portion of the cap. The four surcharge areas
remain on site for the on-going geotechnical study. The bore holes installed through the
cap, drilled in April and May of 2004, remain to be closed.

INSPECTED BY tﬁ E Yeomans, UDEQ-DERR Project Manager TITLE Env. Scientist

DATE_02-11-05
NEXT INSPECTION DATE __ Wednesday, May 25, 2005
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APPENDIX E — Visual Inspection Checklist

FOLLOW-UP to 02-11-05 Inspection

If checked “No” on Visual Inspection Checklist, follow-up action included:

1. Inspection Action: #3. The site is not free from ponding of surface water. Winter
weather has caused some ponding in an area that is often saturated and where there
was a slope failure during remedial action. This location is the northern portion of the
northwestern corner of the site at the bottom of the slope, just to the southeast of the
Midvale City parking area for the JR Parkway Trail. Please see the attached Site Map
for location.

Steps Taken to Remediate: We avoided driving in this area to prevent ruts from
occurring. The property owner should be aware that this area is slow to dry out and has
had problems previously.
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Sharon Steel/Midvale Tailings
Operable Unit Number 1
FINISHED SITE PLAN
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Photo la. Taken 2-11-05. NW corner of Sharon Steel. Photo 1b. Taken 2-23-04, same location, view to E.

Photo 2a. View to south from NW corner on 2-11-05. Photo 2b. View from same location a year earlier.

Photo 3a. View to SE of western slopes on 2-11-05. Photo 3b. View from same location on 2-27-03, 2 years
earlier. Note slope shapes remain the same.



Photo 4a. Jordan Riverbank Stability Area A on 2-11-05.  Photo 4b. JR Stability Area A on 2-27-02.

Photo 5a. Jordan Riverbank Stability Area B on 2-11-05.  Photo 5b. JR Stability Area B on 2-27-03, 2 yrs. earlier.

Photo 6a. Looking up valley drain #6 on western slope Photo 6b. Same photo, 3 years earlier on 2-27-02.
of Sharon Steel cap. Slope stability remains the same,
when compared with next photo, 6b.



Photo 7a. Jordan Riverbank Stability Area C on 2-11-05.

Photo taken Feb. 27th 2002,

Photo 7b. Same area, 3 years earlier on 2-27-02.

Photo 8. Western slope of cap near well MW-13a on
2-11-05. Slope has runnels developing and looks barren.

Photo 9a. Jordan Riverbank Stability Area D on 2-11-05.
Looking south, upriver of the Jordan River with SS on the
left.

LT

Photo taken Feb. 27th 2002,

Photo 9b. JR Bank Stability Area D on 2-27-02.






